J29> <y Llwl il | (5L (il
Green flash/red projecting unilluminated
double headed pushbutton @22 TNO+1NC with marking

i 83— ol 125 O3S 2 ).

TB5BL8425

TB5EL8425N

TB5EL8425 TB5EL8225

Type £Y
Contact type and S LS ggo
composition

Operator color Lo S

TNO + 1NC

Bezel material

Fixing collar material

Chromium

plated metal 649 | Plastic i SU
Zamak s H3 | Plastic S BL
Rectangular ;S J Jubhiwe|Rectangular 5,8 Juhiuo | Rectangular J=hiuwo | Rectangular ahiuso
1 flush 1projecting abuw pa ;2|1 flush 1pojecting abhuw pas;ac |1 flush Tprojecting zbuwpe yus | 2 flush hw o
Spring return 58S U

22

1X0.22mm?=<screw clamp terminals=<2X1 .Smmzﬁ

JI5 pilg 2y JUiso 4

Shape of signalling unit head G JSals
Type of operator > Slos 255
Mounting dinmeter a8 mm
Connections-terminal L JUiro 45 Sbiaiso
Dimension Skl
Height glasil mm

Width U2 & Mm

Depth Goc mm

Product weight o9 kg
Operation travel > Sdoc juwo Jgb mm
total travel a0 S

NO changing electrical states JU Su GSUl Caaudg juaRs

NC changing electrical states  ociuwn (,Su 1iSJl Cusibg ks

Operating force 3 8Moe SigopjU 5950 N

NO changing electrical states  jL Su 58Ul Cusidg juss

NC changing electrical states  ociu (o Su Sl Csibg juns

Mechanical durability 5w S0 e cycles

Tightening torque O S Cadw jglidS N.m

Contact material CuSLES i

Short circuit protection oLigS | JLasl cublas

Conventional free air

thermal current,| P ubse A

50 50 47 47
30 30 30 30
59 59 58 52
0.107 0.043 0.039 0.039
4.3
2.6
1.5
3.8
3.5
1,000,000
0.8..1.2 (Conforming to EN 60947-1)
Silver alloy (Ag/Ni) JSs 4as FLJT
10A Cartridge fuse type gG (conforming to EN/IEC 60947-5-1) 201 10 Sadid jgud

Rated insulation voltage,U. oL iule jlilg V

10 (Conforming to EN/IEC 60947-5-1)

Rated impulse withstand

L 6w jus jlidg KV
voltage,Uimp ol 600 Jilg

600 (Conforming to EN 60947-1)

6 (Conforming to EN 60947-1)

Conforming to EN/IEC 60947-5-1

6
3

1.2

0.55

0.27

0.1

1,000,000 cycles, operating rate : 3600cyc/min,load factor : 0.5

Rated operational current,| oL L= A
@ 120V
AC-15 240V
600V
3 125V
DC-13 250V
600V
Electrical durability S iSJl joe
4A at 24V
AC-15 3A at 120V
2A at 230V
1 0.5A at 24V
DC-13 0.2A at 110V
Ambient air temperature —wlio Lhazo glos C
for storage 515855 51
for operation > 3Sloc (gl

IP degree of protection 2,5 Jolge 50303945 uasLi

Ik degree of protection 2328 (5 23 0 00 bua S

IP66 (Conforming to IEC 60529)

kO3 (Conforming to IEC 50102)

Vibration resistance - J J Caoglio gn

5 (f=2...500Hz)Conforming to 60068-2-6

Shock resistance Syl yo y> Cioglao gn

duration = 11msec AN FR

Conforming to EN/IEC 60068-2-27

duration = 18msec

D0 D

50

30

For half sine wave acceleration

@) Conforming to EN/IEC60947-1

@ Control of A.C. electromagnetic loads

€) Control of D.C. electromagnetic
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